
Seal Slim wireless remote module replacement

Part number PN:884108

Following is the procedure to replace the wireless remote module.

Using a 3mm Allen wrench remove the two M5 
screws retaining the left-side control box cover
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Remove the cover and wireless control 
module.

Remove four Phillips head screws retaining the 
bottom of  the control box.
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Seal Slim Series

Remove the control box bottom, with the 
contactor attached, from the box. Watch for 
the four captured nuts retained in the slots in 
the box.

Disconnect the red and two white harness 
plugs.
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Using needle-nose pliers carefully remove 
three blade style terminals from the solenoid.
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Remove the green wireless control module 
ground terminal from the piggy-back blade 
connector.

6

Remove four M5 Phillips screws to detach the 
wireless receiver.
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Disassembly complete.8

Install the new wireless receiver and secure 
with four M5 Phillips head screws.
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Connect the green wireless control module 
ground wire terminal to the piggy-back blade 
connector.
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Plug the three blade connectors onto the 
solenoid terminals, from the left to right the 
wire colors are Black, Green, and Red.

11

Plug-in the red and two white harness 
connectors.
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If  removed, replace the four M5 hexagon nuts 
into the control box slots and align with the four 
screw holes in the control box bottom.

13

Install four Philips screws retaining the control 
box bottom making sure the power cables are 
oriented as shown.

14

Using a 3mm Allen wrench secure the left side 
control box cover with two M5 screws.
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