Installation Guide for the 2023+ Chevy Silverado/GMC Sierra Light Duty Truck Winch (PN
19434344)nd Installation Kit (PNL.9434379

Installation Summary

WinchQontroller andMount BracketInstallation

WinchandFairleadto Bumperinstallation

Winch Controller Power Cable, Block Kit (84669070), and Mega fuse Installation
WinchQontroller Harness towinch Routing

CenterTop Cap Trim Preparation andront Bumper Reinstallation

Chassisround Cable Attachmentfor Battery Ground

On/Off Winch ControlleiSwitch Installation

Winch Hook Installation

FinalHarness toBattery Connectionsand Winch Operation Check
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A. Winch Controllerand Mount Bracketinstallation
1. Removehe front passenger wheel and wheel liner. Tjrisvides access to route the
winch controller into position from below.

/

/ .{’H“;.
7

-
-~ > -
-
o S

N

3. Remove the M8 bolt that secures the front battery tray support to the inner frame rail.
Replace it with the double ended M8 stud.



4. For GMC truckenly, bend theupper fender bracketab locatedbehind thepassenger
head light(see pictures belowdown 90 degree$o provide extra clearanctr the
winch control module. Use a channellock or vise grip pliefiis willprovide added
clearance during the installation process.
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5. Loosely drap¢he largerprimarywinch controller mounbracket overthe passenger
sideframe railbehind the front head light and outside the batteamd in front of the
hood hinge ¢ KS 6 NI SGQa (2L) NBFN)o2fid K2fS gAft

)




6. Attachthe smallsecondary bracket tthe control modulewith the two M5 x 8 mm
screws, flat washers and lock washers as shoWrese fasteners witle inthe winch kit
with the controller and harness.

8. Route the long winch contller harness from below through the passenger side wheel
well and up through the frame rail opening at the main attaching brac&éift the
main attaching bracket up and rearward angling the lower leg toward the rear of the
truck. Then, move the controller completely to the top of the frame mdsitioning
adjustment of the bracket will beeededas the controller is moved into place.
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Loose fithe M6 -1.0 x 16mnbolt head(bolt m in bracket and fastenediagram below)

into the control moduleT-slotOf 2 aSaid (2 G KS netoyhé hdné hilS NDa T
Guidethe bolt threadsthroughthe bracketslot manipulaing the bracket rearward to

insertthe bolt. Loosely attach the flangaut onthe bolta few turns(nutl in bracket

and fastenediagram below)
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TEM | semiaL# PartNo DESCRIPTION Qry.
77 BRACKET, COME UP SOLENOID, T1 LD
! DO39636 ATIBI00PAA ZOMEIE SO I
- BRACKET, COME UP SOLENOID
2 0039634 ATIB1008AA ATTACHING., T1 LD WINCH MOUNT !
3 | Dol4725 11546389 M& X 1.0 NUT - HEX FLANGE 3
M& X 1.0 X1 6 HEX HEAD CAP SCREW,
4 | 913108332 |  ABVSIII8AA I L HEAD SRS I
5 | 951054191 11601734 MB X 1.25 RIVNUT (GRIP RANGE 0.7-3.8) I
§ | 0036407 11588724 M8 X 1.25 X 30 HEX FLANGE BOLT i
7 DO044461 11546377 M3 X 1.25 HEX FLANGE NUT 2
8 | DO040050 11603968 M8 X 1.25 X 24,05 DOUBLE ENDED STUD 1
9 | 91310A330 | AEVOI193AA | Mé X 1.0 X 12 HEX HEAD CAP SCREW 2
10 | D049496 11588441 BOLT RETAINER i
MB8 X 1.25 X 20 HEX SCREW AND
11 | Do51734 11601723 Lofreh g I




10. Atthe lower front controller edge instai M6 -1.0 x 12mnbolt (itemr in the bracket
and fastener diagram abov#)roughthe back ofthe largeprimary bracket intadhe
smallsecondary bracketThe bolt head will be next to the frame rail and the bolt
threads will point outward.Loosely tighterthe flangenut a few turngitem| in

bracket and fastener diagram above)

11. At the front middle controller edganstallaM6 -1.0 x 12mmnbolt throughthe back of
the largeprimary bracket intdhe smallsecondary brackditem r in the bracket and
fastener diagram above)The bolt head will be next to the frame rail and the bolt
threads will point outward.Fullytightenthe flangenut (item| in bracket and fastener
diagram above)

12.Fully ighten Fslot nut andliower front controller edgeflangenuts.



13.For thelarge primary brack&2a f 2 ¢ SNJ | (n$thllO&WSS .26 x Rk S
headbolt with conicalwasherin the vehicle frame raiitem 11in the bracket and
fastener diagram above)Use a magnetic extension pickup tool to feed the bolt through
the largeoval shapedvindow in the frame rail down to the circular bolt hole opening.

14.While holding the bolt threads extending through the hole, hold the threaded bolt with
your right hand and remove the magnetic extension pickup tool. With your left hand
press the hex head bolt outward from behind against the frame rail. From outside the
frame rail press the conical spring washer (itenin the bracket and fastener diagram
above) inward over the bolt threads until it is flush against the frame rail.

15.Handtighten theM8 hex flangenut (item p in the bracket and fastener diagram above)
on theprimary brackebottom bolt.



16.Hand tighterthe M8 hex flangenut (item p in the bracket and fastener diagram above)
to the primary bracket double ended stud dine battery tray.

17.Mark the forward most hole on the toprimary bracket as théocation to install the
rivnut (paint pen or marker recommended)oosen themounting nuts at the double
ended stud andower primary bracket mounting boltRepositiorthe primary bracket
out of the way and drill 43.5 © 14mm diameterhole at the marked rivnut locationif
metric drill bits are not availde drill a17/32-inchdiameter hole or if drills are only
available in 18 of an inchincrementsthen use &/16-inchdrill bit.

18.Add rust preventatlve to the drllled hole.

19.Installthe M8rivnut on upper frame rail fothe forward primary bracket bolinount
(itemn in the bracket and fastener diagram above)

20.Reposition the primary bracket assembiythe bolting attachment locationsSecurey
tighten theM8 bolts andnuts at the three mounting point§temo andp in the
bracket and fastener diagram aboveljorque theM8 bolts to22 Nm




B. Winchand Fairleadto Bumperinstallation
1. Remove the front bumper from the truclRefer to Service Information Document ID:
6103251for removal and reinstallation instruction®ocument ID: 6103251 (gm.com)

2. Installthea / ha 9! t ¢ arfl frohtNider®sé gRate bracket (where requirem) the
front bumper.

a. License plate bracket (where require@btainthe license plate bracket and
fastenersfrom the installation kit Align the license plate bracket bolt holasd
FIANISIR 6AYyR2¢ af 2 (iThdligensé flde bfatkdt Wil S| RQa
sandwich between the front bumper and fairlead. When properly installed the
license plate bracket overhangs on the top side of the fairlead. Attach the bolts
and mounting knobs to the brackeBut,do not secure the license plateacker
plate and front license platuntil later after thewinch hook is installed



https://gsitlc.ext.gm.com/gsi/showDoc.do?language=1&from=ns&cellId=293472&deliveryEffectiveDate=Nov%201,%202022&region=1&docSyskey=6103251&windowID=si333088748

b. FairleadFrom the winch kit bolocatethe fairlead andwo M10 low profile
boltswith washers and nuts. Place the fairlead on the front side of the bumper.
Placethe bolt head with lock washer on the rear inboard side of the bumper in
two placesand press the bolt through the fairlead on the front sid®n the
forward side add a flat washer and nut in two places. Totheenutsto 58 Nm
each
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3. Paosition the winch mount platform aligning the three attachment bolt holes behind the
three bumper cross member bolt holes. Install three M10 x 1.5 x 25 flange bolts in the
holes with the bolt head on the front side of the bumper cross member. Secwe thr
M10 x 1.5 hex flange nuts on the back side of the bumper. TorqG8 m.



Insertsquare nuts from the winch kit box at 4 places in the winch mounting feet
pockets.




5. Place the winch feet down on the winch mount platform, aligning the mount feet bolt
holes to the four slotted openings.

Bolt the winch to the front bumper mounting platform at tfieur mounting feet into

the square nuts with four M10 flange hex head bolts from the winch kit box. Torque the
four bolts to 58 Nm. The front two bolts will requireaNR ¢ QexteriBignzoi the

torgue wrench to access the bolt head and achieve the 58 Nm torque (see pictures

below). Use th© NB ¢ Qat a9®8-@egréleangle to the torque wrench to maintain the
moment arm and achieve the 58 Nm torque.
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is reinstalled.

7. DONOTREINSTALL THE FRONT BUMPER UNTIL INSTRUCTED TO AT A LATER STEP IN
THE PROCESHHE SKID PLATE WILL NOT FIT IF THE FRONT BUMPER IS INSTIALLED
FIRST First, when instructed to do so in later steps route and attdehwinch electrical
harnesses to the winchThen the skid plate must be attached before the front bumpgr

C. Winch ControllerPower CableBlock Kit (84669070and MegaFuse Installation
1. Remove thdop cover from thePrefuse

2. Install the following components fromlockKit84669070contained in the AEV winch
installation kit(items 3, 4,7,8, and Yeferencing the diagrams and pictures below
Discard the remaining parts in the Block Kit 84669W&mns 1, 2, 5, 6)



Iltem DPN Description Qty
15512212|M8 Nut
15512213|M6 Nut
33375927 |Busbar
35038621 |M8 Stud, Mathread
35038623|M6 Stud, Mathread

Ol |N|b|w
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ITEM 4

ITEM | ITEM 2 ITEM 3 )
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. Obtain items 4350 A Mega fusdfom the Comeup winch kit bcand item b (M8 flange
nut) from the AEV winch installation kilnstall the350 A Mega fusen the two M8
threaded studs. Place the power cable terminal on the rearward most M8 threaded
stud routing the cable as shown belowec8re the power cable terminal to tHd8 stud
with the M8 flange nut.

a. 350 A Mega fuse

b. M8 flange nut



4. Reinstall thePrefusoven
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D. Winch Controller Harhésst Winch Rauting
1. Route the controller to winch harness bundle between Enefuse box to the reaand
Underhood Electrical Center (UEC) to the fr(agte picture)
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2. Route winch harness bundle downwardtween theinboardside of the UEand
outboard sideof the hose heater outlet assemhly



Routewinch haress bundle down from the UEC to the frame front passenger corner
through the chassis wiring channel
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At the bottom of the chassis Wiring harness channel routevirech Wiringhrness
inboard and forward along the front right hand frame rail
% = i 4
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Continue routing the winch wire harness forward along the froassenger sidbame
rail to the passenger side of the winch.



6. Route theBlue, White, and Yellowmarkedharness enderminalsthrough the passenger
sidebumperwindow. Secure=ach ofthe terminalsto the corresponding colowinch
threaded studs by dlding the lower nut on the stub and fastening the upper nut
clockwiseto a torque of 14 NmInclude a lock washer on each threaded stud per the

diagram shown here.

14 N-m
124 Ib-in

7. Installthe separate longer black 2AW¢ablefrom the chassiground stud to the winch
ground. Attach one end to the chassis ground stadated at the rear passenger
underhood corner Route the other end on the same path as the winch controller to
winch harness between threfuseand UECRoute the chassis ground stud to the
winch groundcabledown through the chassis wiring channel, and then downward and

forward to the winch.



Battery and UEC
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8. At the winch oute thechassis ground stud to the winch groucablebelow the bottom
of the bumper and place the end terminal on the witdiottom threaded stud. Also,
place the control ground (greemith outer white sheathinjjwire connector on the
same winch bottom threaded studSecureboth terminals to thesamewinch threaded
stud by tolding the lower nut on the stliand fastening theuter nut clockwiseo a
torque of 14 Nm Include a lock washer dhe threaded stud.



9. Zip tie the winch harness bundiendthe separate longer black 2AW&@blefrom the
chassis ground stud to the winch groufrdferred to as the two wire bundles below),
togetherto surrounding attachment pointi; at least six locatiasshown.

a. Zip tie the two wire bundles togethet one (1) locatiomownward through the
engine at the inboard side of the UEC.

b. Zip tie the two wire bundles at both the uppék) and lower(1) portion of the
chassis wiring harness channel

c. Zip tie the two wire bundle®gether routing the zip tie through a window in the
passenger side frame rail in two (2) locations along the path to the front bumper.

d. Zip tie the two wire bundles together at one (1) location behind the bumper and
winch as the separate wires split off to their winch attachment points.



E. CenterTop Cap Trim Preparation and Front Bumper Reinstallation

1. Remove the fronbumper top cap center piece. Refer to Service Information Document
ID: 6100867or removal and reinstallation instruction®ocument ID: 6100867
(gm.com)

2. Prepare the top cap center piece for installation with the winch. On the back side of the
center top cap cut out the center area by following the groove line (see arrows on
image). Remove rough edges and burrs with a reaming pen (see ini2gapt
reinstall the top cap center piece until a later step, after the front bumper has been
reinstalled.



https://gsitlc.ext.gm.com/gsi/showDoc.do?language=1&from=ns&cellId=80914&deliveryEffectiveDate=Nov%201,%202022&region=1&docSyskey=6100867&windowID=si333088748
https://gsitlc.ext.gm.com/gsi/showDoc.do?language=1&from=ns&cellId=80914&deliveryEffectiveDate=Nov%201,%202022&region=1&docSyskey=6100867&windowID=si333088748

Frequently bought together

Add to List
m / ! . - Total price: $67.77

Acd il three 1o Cart

3. Install the skid plate Replacats two front mounting bolts under the winch with two M8

x 1.25 x 34.05 bolts from the installation kit. They are 10 mm shorter than the original
bolts.






5. Reinstall the front bumperReferto Service Information Document IB103251for
reinstallation instructions.Document ID: 6103251 (gm.comyse the two access holes
near the front skid plate as shown below to install the lower bumper mounting bolts.
- DO NOT reinstall the air intake splash sh{glht the top of the grill until directed

to after drilling a hole in it for the winch on/off switch



https://gsitlc.ext.gm.com/gsi/showDoc.do?language=1&from=ns&cellId=293472&deliveryEffectiveDate=Nov%201,%202022&region=1&docSyskey=6103251&windowID=si333088748

6. Reinstall the top cap with center piece cut out to the front bumper. Refer to Service
Information Document ID: 610086 Document ID: 6100867 (gm.com)
7. Using an Allen wrench reinstall the wincindndle.

F. Chassissround Cable Attachment for Battery Ground
1. Unscrew the Chassis ground stud at tear passengesideunderhood corner of the
frame railnext to the prefuse.
2. Double nest théwo ground cablderminals under thechassis groundtud andtighten
it to the frame rail One will routdo the batterynegativeterminal. Do NOT attach the
cable to batterynegative terminauntil the end of the winch installation processhe
other previously installedoutesto the winch.
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G. On/Off Winch ControllerSwitch Installation
1. Reconfirm which brand is the truck: a Chevrolet or GMC. This will determine the hole
location for the winch on/off switchas ech brand has a different air intake splash
shield GRILLE ASMENGINE AIR INTAKE HOUBING
2. While the air intake splash shieldssll removed fronthe truck mark theon/off switch
center position. Viewing thair intake splash shield from above locate the passenger


https://gsitlc.ext.gm.com/gsi/showDoc.do?language=1&from=ns&cellId=80914&deliveryEffectiveDate=Nov%201,%202022&region=1&docSyskey=6100867&windowID=si333088748

side front pushpirhole. Measure from the pushpinole as follows (see picture below
for each brand truck).
a. ForGMCtrucksmeasure 15 mm rearward and 45 mm outboard. Mark the
location to drill a hole for the winch on/off switch.
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b. ForC'hve\;olé-'-t‘trUcks' easure 25 mm reaard and 30 mm outboard. Mark the
location to drill a hole for the winch on/off switch.

]
Chevrolet |
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4. Unscrew thehin 2.5 mm thick hexiut from the underside of the switch button rim

Slide the nut over the male end of the quick connée8tore the nut in a safe place as it
will be reinstalled.




5. Thread the included washer (24 mm OD, 16 mm ID) over the quick connect male end of
the on/off switch until it is seats under the switblutton rim.

6. Thread the quick connect through the top of the drilled hole. Press the washer and
button flush with the top surface of thair intake splash shield

4L

7. Reinstall the thin 2.5 mm thick hex noy threading it over the quick connecto&crew
the hex nut to thehreaded switch button housingntil its flush with the underside of
the air intake splash shield=irmly tighten the hex nut.
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8. Reinstall th air intake splash shi€R) at the top of the grillwith intake air baffle
retainers (1).



10.To complete the winch controller on/off switch installatiotiazh the quick connect
male end from the button switch to thiemale end quick conneat from the winch
controller.




H. Winch Hook Installation
1. Identify the type of hook included with the winch kit will either be a clevis hook {1
picture below) or a boss hook"®icture below with black pads at pin). Each hook has
its own specific installation process.

2. Clevis Hook If a clevis hook is included in the winch ki
a. Install the rubber winch hook isolator over the synthetic rope loop.
b. Install the clevis hook to the synthetic rope loop.

Winch hook I
isolator
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3. BossHookc If a boss hook is included in the winch Kkit:
a. Install the provided winch boss hook on the winch ropg) NOTnstall the
rubber isolator on the rope between the fairlead and hook.
I.  Use a snap ring pliers to remove and reinstall the snap ring from the
winch pin endafter attaching the pin to the winch rope



4. (Where required) attaclthe license plate backer plate and front license plate to the
license plate bracket with the bolts amdountingknobs.
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I. FinalHarness toBattery Connectionsand Winch Operation Check
1. Locate the short cable connected to the chassis ground stud. Secure the free end
terminal to theexistingbattery negative terminaM6 x 10 nut.

2. Attach the wired remote cable to the wired remote plug at the winch controller.
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3. Turn on winch module by pressing the on/off switch locatechwnntake splash shield
The winch control module will beep, as it is not paired with the wireless blue tooth
remote.

4. Check that the winch operates. Put outward tension on the winch rope and toggle the
wired remote switch to theéOUTposition confirning the rope extends away from the
winch. Maintain outward tension on the winch rope and toggle the wired remote



